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Horizontal/Vertical type gear motor
CE/EMC approved

(Horsepower): 

0.1kw-3.7kw

(Ratio): 

1/3-1/1800

Linear gear motor
(Thrust): 1kg-140kg

(Strock Speed): 1-50 mm/sec

(Length): 100~600mm

Hollow-worm gear motor
(Horsepower): 40w-2200w

(Ratio): 1/5-1/180

Variable Speed 
control motor

(Horsepower): 

0.2kw-3.7kw

(Speed range): 

200rpm-1200rpm

Planetary Reducer
(Horsepower): 1/2HP-150HP

Speed control 
gear motor

Gear motor
(Horsepower):

6w-150w
(Ratio): 

1/3-1/1800

Electromagnetic brake motor
(Horsepower): 6-150w

(Ratio): 1/3-1/1800

Low backlash planetary gear reducer for servo
motor

(Type): TRK-B.C.D.E.F

(Horsepower): 50w-5000w

(Ratio): 3-25

Low backlash planetary gear 
reducer for servo motor

(Mode)l : 
042, 060, 090, 115, 142, 180

(Horsepower): 50w-5000w
(Ratio): 3-100

Shaft-Mounted Reducer
Model: TL-4060, 4070, 5080

(Ratio): 1/30~1/300

(Horsepower): 100w-1500w


